
tesa® products prove their impressive quality day in, day out in demanding 
conditions and are regularly subjected to strict controls. All information and 
recommendations are provided to the best of our knowledge on the basis of our 
practical experience. Nevertheless tesa AG can make no warranties, express or 
implied, including, but not limited to any implied warranty of merchantability or 

fitness for a particular purpose. Therefore, the user is responsible for determining 
whether the tesa® product is fit for a particular purpose and suitable for the user’s 
method of application. If you are in any doubt, our technical support staff will be 
glad to advise you. 
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tesa® 53380 
Cintas de Embalaje - Uso General 

 
 
INFORMACIÓN DEL PRODUCTO 

Descripción 

Aplicaciones 

Datos Técnicos 

Propiedades 

Información Adicional 

La cinta tesa®  53380 es una cinta de embalaje de uso general, ideal para sellar  cajas y todo tipo de paquetes de forma segura.  

Ideal para sellar y embalar cajas o paquetes livianos. 

2012 

§  Soporte    Film BOPP 
§  Espesor Total   42µm 
§  Adhesivo:   Acrílico Acuoso 

§  Buena Adhesión 
§  Fácil de desenrollar 

§  Disponible en Transparente y Café 
§  Buena Resistencia al envejecimiento  

Ideal para uso con Dispensadores Manuales de tesa®. 


